
・用独自开发的高活性催化剂和聚合工艺、

开发出高洁净度的HDPE (低微粒, 低金属成分）
We have achieved a low number of particles and low metal elution through our unique catalyst development 

and polymerization process technology.

・在高纯度药液厂家以及容器成型厂家，有很高的认知

度和销售业绩
Our products are highly recognized and used by high-purity chemical manufacturers and container molding 

manufacturers.

东曹（上海）贸易有限公司

上海市长宁区遵义路100号虹桥南丰城B1609 & B1612室
Tel : +86-21-6270-2810   E-mail : info@tosoh.com.cn

0

10

20

30

40

50

8D01A 8022 22D01A 竞争产品

≧
0
.1
μ
m
微
粒
子
数
（
個

/m
L
）

0

10

20

30

40

50

Mg Al Ti

金
属
溶
出
量
（

p
p

t）

8D01A

8022

22D01A

竞争产品

High Density Polyethylene for Ultra high Purity Chemicals

指标
Test

单位
Unit

试验方法
Method

８Ｄ０１Ａ ８０２２ ２２Ｄ０１Ａ

大型容器
Large container

小型容器
Small container

小型容器，管子
Small container，Tube

（~200L） （~20L）

ＭＦＲ g/10min ISO 17855-1 0.05 0.35 0.8

密度
Density

kg/m3 ISO 17855-1 957 958 951

拉伸屈服强度
Tensile Strength Yield

MPa ISO 17855-2 29 30 26

拉伸断裂强度
Tensile Strength Break

MPa ISO 17855-2 ＞26あ ＞20あ ＞24あ

断裂伸长率
Tensile Strength Elongation

% ISO 17855-2 ＞700あ ＞690あ ＞700あ

拉伸模量
Tensile Modulus Elongation

MPa ISO 17855-2 1300 1370 1180

弯曲模量
Flexural Modulus

MPa ISO 17855-2 1260 1350 1130

冲击强度 (简支梁)
Impact Strength(Charpy)

kJ/m2 ISO 17855-2 26 13 12

耐环境应力开裂 (F50)
ESCR

h ISO 17855-2 160 80 200

半导体洗涤药液用ＨＤＰＥ

微粒子数
Part icles

金属溶出量
M e t a l s

竞争产品
Competitor Product

竞争产品
Competitor Product
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